
MATERIAL SAFETY DATE SHEET 
 (Essentially Similar to Form OSHA-20) 

 
SECTION Ⅰ-MANUFACTURER’S IDENTIFICATION 

 

Wuxi Pindi Printing Materials Co., Ltd.                 Date: June 12 ,2020 
87 Chun yang road, Fang Qian,                  Supersedes: New 
Xinwu district, Wuxi, Jiangsu, China            Product Name: Denim pulp 
Postal Code: 214111                      Product Number: 350W 
E-mail: 458381355@qq.com 
 

SECTION Ⅱ-PHYSICAL DESCRIPTION 
 

Appearance:      White paste 
Odor:            Slight 
Boiling point:      100℃ 
Storage condition:  5℃-40℃, sealed in a container.  
 

SECTION Ⅲ-CHEMICAL CONTENTS 
 

Acrylic polymer    CAS No:25990-29-8         60%  
Titanium dioxide   CAS No:13463-67-7         25% 
Propanediol       CAS No: 57-55-6           3% 
Antifoam                                 2% 
Thickening Agent CAS, No:25035-69-2           5% 
Water            CAS No: 7732-18-5         5% 
 

SECTION Ⅳ-Health Hazards 
 

Eye contact:   May cause irritation, tearing and eye damage. 
Skin contact:  Repeated contact may cause dry skin, irritation and rash. 
Inhalation:    May cause irritation, difficulty breathing, headache, drowsiness and 
symptoms of drunkenness. 
Ingestion:     Rash, low body temperature, vomiting, digestive disorders, irregular 
heartbeat, headache, drowsiness and symptoms of drunkenness. 

 
SECTION Ⅴ-HEALTH HAZARD DATA 

 
Skin Exposure: None  
Skin First Aid: None 



Eye Exposure: This material may be an eye irritant 
Eye First Aid: Flush with copious amounts of water for 15 minutes, get medical 
attention if needed. 
Inhalation Exposure: Treat as a nuisance dust 
Inhalation First Aid: Material is not poisonous 
Ingestion First Aid: Treat as a nuisance dust 
Ingestion First Aid: Material is not poisonous 
 

SECTION Ⅵ-REACTIVITY DATA 
 
Stability:               Stable 
Conditions to Avoid:      None known 
Incompatible Materials:   None known 
Products:              Material is not combustible 
 

SECTION Ⅶ-SPILL OR LEAK PROCEDURES 
 
Steps to Take if Spilled: Material will cause a slip hazard if spilled, Sweep or vacuum 
material. Sweeping compound may be useful to final cleanup to prevent slip hazard. 
Material will leak from a small hole. Take care not to break or puncture the package. 
Waste Disposal: No special precautions needed. 
 

SECTION Ⅷ-SPECIAL PROTECTION INFORMATION 
 
Respiratory Protection: Treat as a nuisance dust. 
Ventilation:  Treat as nuisance dust. 
Protective Gloves: Treat as nuisance dust. 
Eye Protection: Safety glasses or chemical goggles should be worn. 
Other Equipment: Not Applicable. 

 
SECTION Ⅸ-SPECIAL PRECAUTIONS 

 
Handling precautions:   No special precautions needed. 
Storage Precautions:    Store between 0F and 120F in a dry area. Excessive 
moisture can cause material to harden. 
 


